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1. Run NovalCT-Mars, move the cursor over the Advanced User Login (A)
and click the icon.
5 MowalCT-Mars Wa.4.1 - *
System(s) Settings (C)  Tools(T) Plug-in (P User(ly Language(l) HelpiH)
| Advanced User Login (&)
E Enter Demonstration Mode(E)
Brightness | Screen Control | Monitoring | Multi-function Card | Cloud Maonitoring
Local Systemn Information
Control System 1 Other Device ] “Wiew Details of Device
lonitar Infarmation
< < C
Semvice Status: Service wersion:3.0
2. Login with the password “admin”.
B NovalCT-Mars Wid.A.1 - X
System(S)  Settings (Cy  Tools(T)  Plug-in{P)  Userild  Languageil) HelpiH)
Brightness | Screen Control | Mot User Login *
Local Systern Information NP .
Contral System 1 Password [ | |5 of Device
Monitor Information l . l [ ]
O @ @ C
Service Status: Service version:3.0
3. Then click Calibration Icon.
] NowalCT-Mars Yd.4.1 - ¥
System(S)  Settings (Cy  Tools@m  Plug-ini®  Userlly  Languagedl  HelptH)
Screen Configuration | Brightness | Calibration | Screen Caontrol | Monitoring | Multi-function Card  Cloud Monitaring
Lacal Systern Information
Cantral Systermn 1 (Other Device ] YWiewy Details of Device
Monitor Information
O @
Service Btatus: Service version:2.0
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4. Select 6.Frase or reload calibration coeéefficients.

Screen Calibration O X
\ ’ !
< Current Gperation Communication Online Calloration  Offine Calibretion  Manage Coefficients I
Paort
Select Operation E
COM3 v P W
1.Upload coefiicients
Current Sereen
| | 2 8ave calibration coefficients to database
@® Screent 3.5et coefficients for a new recelving eard
4.5et coefficients for a new module
5.Adjust coefficients (Color is uniform on screen
| 6 Erase or reload calibration coeficients |
1.Reset calibration coefficients
Position for Tuming on Screen
@ Primary Display
() Extenderd Digplay
Enable/Disahle Calibration
Dizable callbration ~
AR TR TREER T =TT = T=
Sereen Calibration | X

Current Operation Communieaion — orijng calioration  Offine Callration  Manage Caefficients

o Selectthe receiving card where the coefiicients need to be erase
| COM3
Screen:l Starting coordinate =0, Y=0 Size 128WX96H
Current Screen
| ® Sereen Select by Pix. 0 Select by Topology ... Select Area on
Sereen B

o

Select to Operate All Screen Pixels

Position for Tuming on Screen

Primary Display
Extended Display
Enable/Disable Calibration

Dizable calibration w

(—

SR EEERN TR T
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6. do you want continue? Interface will appear, select OK'to erase.

Sereen Calibration m} X
. " "
= Current Operation Communicaion — onine Caliration Offiine Calforation  Manage Coeflicierts E
Port
Selectthe receiving card where the coefiicients need o he erase e
COM3 o
Screen:l Starting coordinate X0, Y=0 Size 128¥X06H
Current Screen
H @ Seresn SelectbyPix.. ) Select by Topology . Select Area on |
Sereent B

g After clicking 'OK' the calibration coefficients ofthe selected receiving card will be erased; do vou wantto continue?

Cancel

Position for Turning on Screen

Primary Display
Extended Display
Enahle/Disahle Caliration

Disable calibration ~

)

AR WEER TR

7. Erased calibration coefficients successtully will appear, and then press OK

to finish the ERASE process.

Screen Calibration O X
8
+ Current Operation Communicalion — onjne Caliorstion  Offline Callration  Manage Cosficients E
Port
Selectthe receiving card where the coefiicients need to be erase E
COM3 )
Screen:]l Starting coordinate X0, Y=0 Size 128¥X06H
Current Screen
| @® Serean Select by Pix. 0 Selectby Topolagy ... Select Area on 1
Sereent b
0 Erased calibration coefiicients successfully
reen Pixels
Pasition for Tuming on Screen
Primary Display
Extended Display
Enahle/Disahle Calibration
Dizable calibration ~
R TR =TT = T=

8. Select Reload coeffi to reload interface.
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)
Screen Calibration

Port
1 com3
Current Streen

Screent

Primary Display
Extended Display
Enable/Disahle Calibration

Disable calioration

| i

AR

B TR

Gurrent Operation Communication

Position for Turning on Screen

Online Calloration  Offine Calloration  Manage Coefficierts:

Selectthe receiving card where the coefiicients need to be erase

Screen:l Starting coordinate ¥=0, Y=0 Size 128¥X096H

Select by Pix...

@® Sereen e} Select by Topology ...

Select Area on
Sereen

e

Select to Operate All Screen Pixels

Reload Coet.

[

9.

-
Screen Calibration

Fort
COM3
Current Screen

Screant

Current Operation Communication

Orline Callbration  Offling Calibration  Manage Coefficients

Selectthe receiving card where the coefiicients need to be erase

W ==

do you want continue? Interface will appear, select OK'to reload.

O

Screen:]l Starting coordinate X0, Y=0 Size 128¥X096H

@ Sereen Select by Pix. 0 Select by Topology ... Select Area on

Screen

[z

0 After clicking '0K!, the calibration coefficients ofthe selected receiving card will be reloaded; do you wantto caontinue?

Cancel

Pasition for Tuming on Screen

Primary Display
Extended Display
Enable/Disable Calibration

Disahle calloration

et

SR EERERN T
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10.

=A==

Reload calibration coefficients successtully will appear, and then press
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OK to finish the RELOAD process.

Screen Calibration m}

Current Operation Communication — onjne Calioration  Offine Calloration  Manage Coefficients

For Selectthe receiving card where the coeficients need to be erase
COM3
Screen:l Starting coordinate ¥=0, Y=0 Size 128¥X06H
Current Screen
| | ® Streen SelectbyPix.. - Select by Topology .. Select Area on
Soreent S

@ Reloaded calibration coefficients successfully!

reen Pixels

Pasition for Tuming on Screen

Primary Display
Extended Display
Enahle/Disable Calibration

Disable calibration -

E S| | S (S
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